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CATEGORY:  Pipe/Fittings 
 
 
LISTEE:  Anvil International, Inc. 110 Corporate Dr, Suite 10, Portsmouth, NH 03802-3180 

Contact: Michael Horgan (401) 349-3020 FAX (401) 233-8142 
 
 
DESIGN:  Grooved end fittings with figures, description, sizes and pressure rating specified below: 
 
   Figure Description  Sizes    Pressure Rating 

7050  90° elbow  1, 1¼, 1½, 2, 2½, 3, 3¼, 4, 5, 6, 8, 
    10, 12”     500 psig 

       14, 16”     175 psig 
   7050S 90° elbow   1, 1¼, 1½, 2, 2½, 3, 3½, 4, 5, 6, 8”  300 psig 

7051 45° elbow  1, 1¼, 1½, 2, 2½, 3, 3¼, 4, 5, 6, 8, 
       10, 12”     500 psig 
       14, 16”     175 psig 
   7051S 45° elbow   1, 1¼, 1½, 2, 2½, 3, 3½, 4, 5, 6, 8” 300 psig 
   7051LR 45° long radius  1, 1¼, 1½, 2, 2½, 3, 3½, 4, 5, 6, 8, 

elbow   10, 12”     500 psig 
7052 22 ½° elbow  1, 1¼, 1½, 2, 2½, 3, 3¼, 4, 5, 6, 8, 

       10, 12”     500 psig 
   7053 11¼°  elbow  1, 1¼, 1½, 2, 2½, 3, 3½, 4, 5, 6, 8, 

10, 12”     500 psig 
   7055 90° elbow, grooved 1, 1¼, 1½, 2, 2½, 3, 3½, 4, 5, 6, 8, 

10, 12”     500 psig 
   7056 45° elbow, grooved 1, 1¼, 1½, 2, 2½, 3, 3½, 4, 5, 6, 8, 

10, 12”     500 psig 
   7060 tees   1, 11/4, 11/2, 2, 21/2, 3, 31/2, 4, 5, 6, 

 8, 10, 12”    500 psig 
   7060S straight tee   1, 1¼, 1½, 2, 2½, 3, 3½, 4, 5, 6, 8”  300 psig 

7061 reducing tees  2x2x1, 1¼, 1½; 2½x2½x1, 1¼, 1½, 2; 
3x3x1, 1¼, 1½; 2, 2½; 4x4x1, 1¼, 1½;  2, 2½, 3; 

       5x5x1, 1½; 2, 2½, 3, 4; 6x6x1½; 2, 2½, 3, 4, 5; 
8x8x1½; 2, 2½; 3, 4, 5, 6; 
10x10x1½; 2, 2½; 3, 4; 5, 6, 8; 
12x12x1, 2, 2½, 3, 4, 6, 8, 10”  500 psig 

   7063 straight tee  1, 1¼, 1½, 2, 2½, 3, 3½, 4, 5, 6, 8, 
10, 12”     500 psig 

7064 reduced tees  2x2x¾, 1¼, 1½; 2½x2½x1; 1¼, 1½; 2; 
with threaded branch 3x3x¾, 1, 1¼, 1½; 2, 2½; 

4x4x¾, 1, 1¼, 1½; 2, 2½, 3; 
5x5x2, 2½, 3, 4; 6x6x2, 2½, 3, 4, 5; 
8x8x2, 2½, 3, 4, 5; 6; 10x10x2, 2½, 3, 4; 5, 6, 8; 
12x12x3, 4, 6, 8, 10”   500 psig 

   7065 standpipe tee  4x4x2½, 6x6x2½”   500 psig 
   7066 tee wyes  2x2x2, 2½x2½x2½, 3x3x3, 3½x3½x3½; 

4x4x3, 4; 5x5x3, 4, 5; 6x6x3, 4, 5, 6;  
8x8x3, 4, 5, 6, 8; 10x10x3, 4, 5, 6, 8, 10;  
12x12x3, 4, 6, 8, 10, 12”   500 psig 
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   Figure Description  Sizes    Pressure Rating 
   7067 reducing tee wyes 4x3x3, 4; 5x3x3, 5; 5x4x3, 4; 6x4x6; 

6x5x3, 4; 8x6x4, 8x6x8”   500 psig 
   7069 45° lateral wye  1, 1¼, 1½, 2, 2½, 3, 3½, 4, 5, 6, 8; 

10, 12”     500 psig 
   7070 45° reducing  3x3x2, 2½; 4x4x2, 2½, 3; 5x5x2, 3, 4; 

lateral wye   6x6x2, 3, 4, 5; 8x8x4, 5, 6; 10x10x4, 5, 6, 8; 
12x12x4, 5, 6, 8, 10”   500 psig 

   7071 true wye  1, 1¼, 1½, 2, 2½, 3, 3½, 4, 5, 6, 8; 
10, 12”     500 psig 

   7072 concentric reducers 1x1½, 1¼; 2x1, 1¼, 1½; 2½x1, 1¼, 1½; 2;  
3x1, 1¼, 1½, 2, 2½; 3½x 3;  
4x1, 1¼, 1½, 2, 2½, 3, 3½; 5x2, 2½, 3, 4;  
6x1, 1½, 2, 2½, 3, 4, 5; 
8x3,4,5, 6; 10x4, 6, 8; 12x4, 5, 6, 8, 10 500 psig 

   7073 eccentric reducer 1½x1, 2x1, 1¼, 1½; 2½x2, 3x2, 2½; 
3½x3; 4x1, 2, 2½, 3, 3½; 5x2½, 3, 4;  
6x1, 2, 2½, 3, 4, 5; 8x2½, 3, 4, 5, 6;  
10x4, 6, 8; 12x4, 6, 8, 10”  500 psig 

   7074 caps   1, 1¼, 1½, 2, 2½, 3, 3½, 4, 5, 6, 8; 
10, 12”     500 psig 

   7076 concentric reducer, 1½x1, 2x¾, 1, 1¼, 1½;  
groove x threaded 2½x1, 1¼, 1½, 2; 3x¾, 1¼, 1½, 2, 2½; 

3½x2½, 3; 4x1, 1¼, 1½, 2, 2½, 3, 3½; 
5x4; 6x1, 2, 2½, 3, 4, 5”   500 psig 

   7077 swaged nipple,  2x1, 1¼, 1½; 2½x1, 1¼, 1½, 2;  
groove x groove  3x1, 1¼, 1½, 2, 2½; 3½x3;  

4x1, 1¼, 1½, 2, 2½, 3, 3½; 5x2, 2½, 3, 4; 
6x1, 1¼, 1½, 2, 2½, 3, 3½, 4, 5”  500 psig 

   7078 swaged nipple,  2x1, 1¼, 1½; 2½x1, 1¼, 1½, 2;  
groove x male NPT 3x1, 1¼, 1½, 2, 2½; 3½x3;  

4x1, 1¼, 1½, 2, 2½, 3, 3½; 5x2, 2½, 3, 4; 
6x1, 1¼, 1½, 2, 2½, 3, 3½, 4, 5”  500 psig 

   7079 swaged nipple,  2x1, 1¼, 1½; 2½x1, 1¼, 1½, 2;  
groove x bevel  3x1, 1¼, 1½, 2, 2½; 3½x3;  

4x1, 1¼, 1½, 2, 2½, 3, 3½; 
5x2, 2½, 3, 4;  
6x1, 1¼, 1½, 2, 2½, 3, 3½, 4, 5”  500 psig 

   7080 nipple,   ¾, 1, 1¼, 1½, 2, 2½, 3, 3½, 4, 5, 6, 8; 
    groove x groove  10, 12”     500 psig 
   7081 nipple,   ¾, 1, 1¼, 1½, 2, 2½, 3, 3½, 4, 5, 6, 8; 
    groove x male NPT 10, 12”     500 psig 
   7082 nipple   ¾, 1, 1¼, 1½, 2, 2½, 3, 3½, 4, 5, 6, 8; 
    grooved/bevel end 10, 12”     500 psig 
   7095 90° adaptor fitting 1½x½, ¾, 1”    175 psig 
   7097 eccentric reducer 1½x¾, 1, 2x¾, 1, 1¼, 1½,  

grooved x thread 2½x1, 1¼, 1½, 2; 3x1, 1¼, 1½, 2, 2½; 
3½x3, 4x1, 1¼, 1½, 2, 2½, 3, 3½; 
5x2, 2½, 3, 4; 6x1, 1½, 2, 2½, 3, 4, 5; 
8x3, 4, 5, 6; 10x4, 5, 6, 8; 
12x4, 6, 8, 10”    500 psig 

   7450 90° elbow  2, 2½, 3, 4, 6, 8”   300 psig 
   7460 straight tee  2, 2½, 3, 4, 6, 8”   300 psig 
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   Figure Description  Sizes    Pressure Rating 
   7550 copper-90° elbow 2, 2½, 3, 4, 5, 6”   175 psig 
   7551 copper, 45° elbow 2, 2½, 3, 4, 5, 6”   175 psig 
   7560 copper, straight tee 2, 2½, 3, 4, 5, 6”   175 psig 
   7561A copper, reducing tee 2½x2½x2;  3x3x2, 2½;  4x4x2, 2½, 3;  

grooved   5x5x3, 4;  6x6x2½, 3, 4, 5” 175 psig 
   7564A copper, reducing tee 2x2x¾, 1, 1¼, 1½;  2½x 2½x1, 1¼, 1½, 2; 

grooved  3x3x1, 1¼, 1½, 2;  4x4x¾, 1, 1¼, 1½, 2”  175 psig 
   7572 copper, concentric, 2½x2; 3x2, 2½; 4x2, 2½, 3; 

reducer   5x3, 4; 6x3, 4, 5”   175 psig 
groove x groove  

   7574 copper, end cap  2, 2½, 3, 4, 5, 6”   175 psig 
   7575 copper, concentric,  2x1, 1¼, 1½;  2½x1, 1¼, 1½, 2; 

reducer   3x1½, 2;  4x2”    175 psig 
groove x brazing 
 

   Refer to the listee's data sheet for detailed product description and operational considerations. 
 
 
INSTALLATION: In accordance with listee's printed installation instructions, applicable codes and ordinances 

and in a manner acceptable to the authority having jurisdiction.  
 
 
MARKING:  Listee's name, model number, size, pressure rating, and UL label. 
 
 
APPROVAL:  Listed as grooved end fittings for use with rubber gasket fittings aboveground and 

underground public and private waterworks and fire protection systems. Refer to listee’s 
Installation Instruction Manual for details. 
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This listing is based upon technical data submitted by the applicant.  CSFM Fire Engineering staff has reviewed the test results 
and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or 
recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation 
criteria.  Refer to listee’s data sheet, installation instructions and/or other suitable information sources.  
 

Date Issued:   APRIL 21, 2005    Listing Expires June 30, 2006 
    
Authorized By: DIANE K. AREND, Senior Deputy 

Program Manager 
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